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	Picture of task/equipment:
	Task:
	 Band Saws

	

	Name of 
Shop or Dept:
	 OCH-Carpenter shop

	
	Job Title(s):
	 Carpenter, Assistant

	
	Analyzed by:
	 M. Williams

	
	Date:
	 05/02/13

	Required PPE:

	         Work boots                                    Dust mask                                 Hearing protection                                  Safety glasses                
             
                      
                                   
                          
             

	Required/Recommended Trainings:

	    STF Safety                      Machine guarding               Equipment safety precautions                                                                                                                                                                   

	TASK
	HAZARDS
	CONTROLS

	Operating a stationary band saw
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	Lacerations
Amputations

Struck By’s

Slips

Falls


	· Don PPE, including work shoes with non-slip soles a dust mask and safety glasses.
· Hearing protection should be worn when noise levels are elevated from machinery in the shop.

· Keep guards in place, do not bypass

· Make sure work area is clean and well light.

· Keep loose clothing, hair and jewelry away from moving parts.

· Always allow the motor to come to full speed before cutting.

· Never start the equipment when the blade is in contact with a work piece.

· Ensure work piece is flat against work table, never attempt to cut work at elevated heights; this will cause the work piece to move down with the blade and can cause injury.
· Never cut more than one piece at a time.

· Blade will coast when it is turned off. Do not remove jammed or cut off pieces until the blade has come to a complete stop.

· For smaller pieces use a clamp or vice grip to secure or for safe maneuverability.

· Always support larger pieces to avoid them from tilting and pinching the blade. Saw blade cut slip, walk or slide while cutting large or heavy pieces.


PAGE  

