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	Picture of task/equipment:
	Task:
	 Using a Hacksaw
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	Name of 
Shop or Dept:
	UCLA Recreation’s Outdoor-Adventures Unit: Bike Shop 

	
	Job Title(s):
	 Bike Mechanic 

	
	Analyzed by:
	 Bike Shop, EH&S

	
	Date:
	 09/08/16

	Required PPE:

	                Close-toe shoes                                                             Gloves                                                    safety glasses        

                     
                                              
                                     


	Required/Recommended Trainings:

	Review JSA and manufacturer information

	TASK
	HAZARDS
	CONTROLS

	Operating a Hacksaw


	Lacerations

AmputationsCaught in between

Pinch 

Wrist pain 

Flying Chips
	· Don PPE, including close-toe shoes, gloves, and safety glasses.

· Select a saw of proper shape and size for the material being used. 

· Select a saw with the number of teeth per inch (TPI) in order to get the desired finish. 

· Choose a saw handle that keeps wrist in a natural position in the horizontal plane. 

· Choose saw with a handle opening at least 12 cm long and slanted at a 15 degree angle. 

· Secure blade with the teeth pointing forward. Tighten the nut until the blade is under tension. 

· Keep blade rigid, and frame properly aligned. 

· Cut using steady strokes, directly away from you. 

· Use entire length of the blade in each cutting stroke. 

· Use light machine oil on the blade to keep it from overheating and breaking. 

· Cut harder materials more slowly than soft materials.

· Use a supporting bench, clamp or vise to support material if needed. 

· Keep saw blades clean and lightly oiled.

· Do not apply too much pressure on the blade as the blade may break. 

· Do not twist when applying pressure. 

· Do not use when the blade becomes loose in the frame. 

· If you would like to cut a carbon component, please see a Bike Shop staff member for assistance. 
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